




PF®

Cable Cleaning Kit 
Cleans and prepares power 
utility cables
Individual sealed pack wipes

The PF® Cable Cleaning Kit contains all 
the materials necessary to clean and 
prepare power utility cables for re-insula-
tion when splicing and terminating in the 
field. PF® solvent wipes are individually 
sealed to prevent solvent evaporation loss, 
unlike multi-pack wipes that may dry out or 
become contaminated prior to use. PF® Wet 
Wipe applicators reduce worker exposure 
to solvent vapors. All wipe toweling is 
non-linting. The kit also contains a 120 grit, 
non-conductive, aluminum oxide, abrasive 
cloth measuring 1” x 24”. Non-conductive, 
aluminum oxide abrasive cloth is the only 
cloth type approved by most major splice 
kit manufacturers.

Part No. Net Fill
61402 1 KIT:

3-PF® Solvent Wet/Dry Wipes
1-120 Grit, Non-conductive, aluminum oxide, 

abrasive cloth,1-WorkPlace Hand Cleaner Towel

PF®-400
Cable Cleaner

Plastic safe
Contains no chlorinated 
solvents

PF®-400 is a high flash point, (low flamma-
bility) splice and termination cable cleaner 
that penetrates, cleans and degreases, 
without leaving a residue. It is formulated 
for cleaning semi-conductive particles from 
the primary insulation of medium to high 
voltage cables before reinsulating. It 
removes antioxidant compounds from 
aluminum cables and connectors. It helps 
reduce potentially hazardous current 
leakage and arcing at splice and termina-
tion junctions. It may also be used on most 
elastomeric and thermoplastic insulators 
and jackets. Because of its superior wetting 
action, PF®-400 penetrates into minute 
spaces for thorough and effective cleaning. 
PF®-400’s dielectric strength is 68Kv.

Part No. Net Fill
62716 11 oz. (312 g)

PF®-200
Cable Cleaner

Non-flammable
Fast-evaporating

PF®-200 is a non-flammable splice and 
termination cable cleaner that penetrates, 
cleans and degreases, without leaving 
a residue. It is formulated for cleaning 
semi-conductive particles from primary 
insulation of medium to high voltage cables 
before reinsulating. It removes antioxidant 
compounds from aluminum cables and 
connectors. It helps reduce potentially 
hazardous current leakage and arcing at 
splice and termination junctions. It is safe to 
use on most surfaces, but may be harmful to 
some plastics. Because of its superior wet-
ting action, PF®-200 penetrates into minute 
spaces for thorough and effective cleaning. 
PF®-200’s dielectric strength is 30Kv.

Part No. Net Fill
62316 16 oz. (454 g)
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Techlube® HD 
Heavy-Duty Cable Pulling 
Lubricant

Water-based gel lubricant
Will not “cement” the cable 
to the conduit

Techlube® HD is a biodegradable, water-
based gel lubricant specifically formulated 
to provide maximum friction reduction in 
high shear, difficult electrical utility cable 
pulling operations. Techlube® HD coats 
power cables, copper cables and can 
be used for the installation of innerduct. 
Techlube® HD is compatible with all types 
of cable jacket materials. It will dry slowly 
over time to form a thin, friction-reducing 
film, which retains its slip.

Part No. Net Fill
Summer Grade (32°F to 150°F)
61132 32 fl.oz. bottle (.946 liters)
61101 1 gal. (3.78 liters)
61105 5 gal. (18.93 liters)
61110 10 1/2 gal. Prelube bags (1.89 liters)
Winter Grade (-15°F to 150°F)
61505 5 gal. (18.93 liters)
Pourable (32°F to 150°F)
61601 1 gal. (3.78 liters)
61625 2.5 gal. (9.46 liters)
61100 5 gal. (18.93 liters)
Clear (Pulling Lubricant)
62633 32 fl.oz. bottle (.946 liters)
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MRO CHEMICAL AUDIT FORM

Company Name:

Street Address:

City:

State: Zip Code:

# Employees in facility:

Contact Name/Title: Dept:

Phone: Email:

Contact Name/Title: Dept:

Phone: Email:

Contact Name/Title: Dept:

Phone: Email:

LPS Distributor: Dist./Branch Location:

Distributor Phone: LPS Regional Manager:

Distributor Salesman:

FREE MRO CHEMICALS CONSOLIDATION ANALYSIS

Current Product and Size Volume Part # Customer # Recommended LPS Product LPS # Area of 
Concern

LPS LABORATORIES
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ELIMINATE DUPLICATE INVENTORY
REDUCE HEALTH & SAFETY ISSUES

SIMPLIFY PURCHASE ORDERS
MAKE SELECTION EASIER

REMOVE USER CONFUSION
ELIMINATE VENDORS

SAVE SPACE

AFTERBEFORE

LPS
®

 ELECTRICAL
CONSOLIDATION PROGRAM



YTM-Industrial
INDUTRADE GROUP

Petikontie 20, 01720 Vantaa
Puh. 029 006 230, fax. 029 006 1230
www.ytm.fi, e-mail ytm.info@ytm.fi
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